Intel Workstation Level 2 – Stationary



Processor


· Installed – 1GHz Celeron





Memory


· Installed – Minimum 128 MB SDRAM dedicated to system memory


· Expansion capability – 512 MB SDRAM without replacing existing memory


· All SDRAM must be Dual Inline Memory Modules (DIMMs)





Cache


· Minimum of 128KB Integrated L2 Cache





Slots


· 2 PCI slot






Hard Drive


· Minimum 10GB storage capacity after formatting


· Must feature S.M.A.R.T.


· Minimum of two (2) 128KB Read Cache Memory Segment on circuit board


· Must perform data transfer equal or greater than 16MB per second


· Must perform consistent Access/Seek times less than or equal to 12ms







Diskette


· 1.44 MB, 3.5” Diskette Drive





Video


· Minimum of 16MB video memory


· Graphics support 1280 x 1024 @ 72Hz





Ports


· 1 VGA Graphics


· 1 Keyboard PS/2 or USB


· 1 Mouse PS/2 or USB


· 1 High-Speed Serial


· 4 Universal Serial Bus (USB) 2.0


· 1 Enhanced Parallel Port (ECP/EPP) in compliance with IEEE 1284 Standard





CD/ROM


· Minimum 24X internal, CD-ROM w/Sound


· Plug & Play-compliant with Windows 2000/XP Professional


· Sound compatible with sound Blaster specification





Input Devices


· 101 Key Keyboard


· 2 Button Pointing Device (Mouse)





Operating System


· Windows 2000/XP Professional installed





Drivers


· Shall have all standard and optional drivers installed on each unit


· Include, at a minimum, network interface, CD/ROM, hard disk, modem, video, etc.





Network


· Configured with one (1) Fast Ethernet network adapter (10/100BASE-T)


· Ethernet must operate at either 10 or 100 Mbps


· Must be Plug and Play compliant with Windows 2000/XP Professional


· Must demonstrate SNMP Manageability


· Must demonstrate visual LEDs to show link integrity and activity


· Must have automatic sensing and reconfiguration for the speed of the hub or switch port




· Must comply with IEEE 802.3 industry standard 10 Mbps baseband CSMA/CD (10BASE-T) and 100 Mbps baseband CSMA/CD (100BASE-T) Standards





· Must support Category 5 UTP or better cable installations


· Must support Magic Packet Technology





Energy Star Compliant





